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EISA Token Ring Release Notes for 
HP-UX lli 


What's in This Version 

The following information isfor EISAToken Ring LAN adapters for the V-CI ass servers and 
theB, C, andj -Class workstations. 
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EISA Token Ring Release Notes for HP-UX lli 

Known Problems and Workarounds 


Known Problems and Workarounds 

The El SA Token Ring driver does not implement the functionality to change the SNMP MIB 
ifAdmin status. 


Compatibility Information and Installation Requirements 

Software Requirements 

• H P-UX lli operating system 

Hardware Requirements 

• HP-UX SPP2200Server or B, C, orj -Class workstation 

• CD-ROM drive 

Memory and Disk Space Requirements 

• 16 M B memory 

• 500 K B free disk space 

Install/Upgrade With System UP or Down 

• Install the EISA Token Ring adapter with the system down. 

• One reboot is required for installation and configuration. 

Installing and Upgrading EISA Token Ring 

The El SA Token Ring card is not customer-installable in V-Class servers, but it is 
customer-configurable. We recommend that only qualified H P Customer Engineers access 
V-CIass systems to i nstalI I/O cards. 
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EISA Token Ring Release Notes for HP-UX lli 

Patches and Fixes for this Version 


The El SA Token Ring card is customer-installable and configurable on the B, C, and J -Class 
workstations. 


Patches and Fixes for this Version 

Patch PH NE_17942: 

• lanadmin reports card down when it is not. 

A code change in the EISA Token Ring initialization function has fixed this defect. 

• Connecting the EISA Token Ring card causes a system crash. 

The driver software has been changed to check for physically contiguous space returned by 
M ALLOC. M ALLOC is re-tried up to 100 times to prevent a system hang. If this is 
exceeded, the card is kept in the down state. 

• 'snmpwalk' shows inconsistent values. 

The driver software has been modified to call get_nmid() only once per instance. 

• When an EISAToken Ring card is used with other Token Ring cards supporting 
4500 MTU size, the network may hang. 

The maximum MTU size for EISA Token Ring has been increased to 4500. The default 
MTU is now set to 4170. The user may increase this up to 4500 using the lanadmin 
command, if desired. 

• SAM gives an error when configuring the EISAToken Ring card. 

The initialization script has been modified to use the correct syntax for the shell command. 

• The "swverify(lM)" command will try to verify control scripts such as 
"configure", “verify", "postinstall"and "checkinstall"for ownership and 
permissions. Si nee these are control scripts, "swverify(lM)" should not perform 
this check on them. 

This defect has been fixed. 
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